
 W. R. MEADOWS® OF CANADA 
  70 Hannant Court, Milton, ON   L9T 5C1  
  21 Streambank Ave., Sherwood Park, AB T8H 1N1 

(800) 342-5976
Montreal Sales:   (877) 405-5186

DESCRIPTION 
CLAY-TITE GRANULAR PACK is a package of bentonite clay 
granules that is used as a detail material in conjunction with 
the CLAY-TITE line of waterproofing products. 

USES 
CLAY-TITE GRANULAR PACK is designed for waterproofing 
below-grade structural slabs as well as construction methods 
incorporating lagging, concrete caisson, or shotcrete retention 
walls. Applications include foundation wall bases, vertical-to-
horizontal  transitions, penetrations detailing, void filling, and 
horizontal application seams.   

FEATURES/BENEFITS 
 Details penetrations.
 Fills voids.
 Ensures a complete, seamless CLAY-TITE waterproofing

installation.

PACKAGING 
13.6 Kg (30 Lb.) Bags  

COVERAGE 
One 13.6 kg (30 lb.) pack covers approximately 82 - 98.4 m 
(25 - 30 linear feet). 

TECHNICAL DATA 
Screen Analysis Typical 
Dry Screen, 16 mesh 100% 
Dry Screen, 10 mesh 1.7% 
Wet Screen 200 mesh 1.3% 
AFS Grain Fineness 25 
Industrial Properties 
Moisture 8.2% 
Viscosity @ 600 RPM 25 
Filtrate, 30 minutes @ 0.689 MPa (100 psi) 18 
Montmorillonite 92% 

APPLICATION 
Application Method … Lay CLAY-TITE GRANULAR PACK 
on its side.  Cut a 152.4 mm (1") opening in the lower corner.  
Dispense a 38 - 50 mm (1.5” - 2") cant along all vertical-to-
horizontal transitions or on horizontal seams. 

After installation, no further maintenance is needed.  For further 
information for application of CLAY-TITE GRANULAR PACK with 
CLAY-TITE in backfilled walls, blindside, and underslab installations, 
please visit www.wrmeadows.com and refer to the available 
INSTALLATION GUIDELINES documents. 

MASTERFORMAT NUMBER AND TITLE 
07 17 16 - Bentonite Composite Sheet Waterproofing 

LEED INFORMATION 
May help contribute to LEED credits: 
 EAp2: Minimum Energy Performance
 EAc2: Optimize Energy Performance
 MRc9: Construction and Demolition Waste Management

For further LEED information and SDS, visit 
www.wrmeadows.com.  
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® SEALTIGHT is a registered trade mark of W. R. Meadows  
WARRANTY:  W. R. Meadows of Canada warrants that, at the time and place we make shipment, our materials will be of good quality and will 
conform with our published specifications in force on the date of acceptance of the order.  THE FOREGOING WARRANTY SHALL BE EXCLUSIVE 
AND IN LIEU OF ANY OTHER WARRANTY, EXPRESS OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF MERCHANTABILITY AND 
FITNESS FOR A PARTICULAR PURPOSE AND ALL OTHER WARRANTIES OTHERWISE ARISING BY OPERATION OF LAW, COURSE OF 
DEALING, CUSTOM OF TRADE OR OTHERWISE.  As the exclusive remedy for breach of this Warranty, we will replace defective materials, 
provided, however, that the buyer examine the materials when received and promptly notify us in writing of any defect before the materials are used 
or incorporated into a structure.  Three (3) months after W. R. Meadows of Canada has shipped the materials, all our Warranty and other duties with 
respect to the quality of the materials delivered shall conclusively be presumed to have been satisfied, all liability therefore terminates and no action 
for breach of any such duties may thereafter be commenced.  W. R. Meadows of Canada shall in no event be liable for consequential damages.  
Unless otherwise agreed to in writing, no warranty is made with respect to materials not manufactured by W. R. Meadows of Canada.  We cannot 
warrant or in any way guarantee any particular method of use or application or the performance of materials under any particular condition.  Neither 
this Warranty nor our liability may be extended or amended by our salesmen, distributors or representatives, or by our distributor's representatives, 
or by any sales information or drawings. 
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